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 PRODUCT FEATURES 

• The 32MM Glass Bridge Monitor is the largest Marine Monitor available today. 
• All Glass front has no external frame 
• 16 x 9 Aspect Ratio will allow optional true Split Screen operation  
• Available in 1200 nit Sunlight and 500 nit Daylight brightness 
• 9 INPUTS available to meet your every need – 4 x VGA, 4 x composite & 1 x DVI 
• Unlimited inputs when used in conjunction with the optional VEI SSIR Electronic Bridge Control 
• Waterproof when flush mounted 
• Saltwater & corrosion resistant construction powder coated marine grade aluminum housing. 
• Glare Proof glass design delivers an unparalleled picture from any mounting angle with no mirroring 

effect found in no other Marine Monitor 
• Unique patented Scratch-Proof glass is impervious to marine conditions and heavy handed cleaning 

alike. 
• Built to withstand and survive vibration, moisture & salt for years of reliable operation 
• Innovative Cooling system provides un-paralleled thermal protection found in no other Marine Monitor 

at any price 
• 2 Year Warranty 
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APPLICATIONS 
 Helm Monitor 
 Command Bridge or Engineering Panel 
 Outdoor Waterproof LCD TV 



 
 
 
 
 
 
 

 

Specifications 

 

 

Brightness     Daylight   500 nits 

      Sunlight 1200nits 

Dimming      Full Range to Black 

Optical Enhancement   Anti‐glare glass &  

      Enhanced Film Stack 

Display Type    Active Matrix (TFT) 

Maximum Resolution   1920 x 1200 

Native Resolution    1366 x 768 

Signal Inputs    VGA, DVI & Composite 

      Expandable to 9 inputs 

      (1DVI, 4 VGA & 4 Comp 

   w/ video switch box) &  

  Unlimited with the optional 

  SSIR system 

Video Standards    RGB, NTSC & PAL 

Operator Control    Remote Panel Keypad w/  

      Dynamic on screen menu  

      display or Optional SSIR 

      Electronic Bridge Control 

Mounting      Flush (Glass Bridge)   

      Adjustable for console  

      Thickness of ¼” to 1” 

Input Voltage    24VDC Only @ 10amps 

Storage Temp     ‐200 to 600 C 

Operating Temp      ‐00 to 500 C 

Weight      34lbs 

Warranty      2 years parts 

  1 year labor 

 

 

                                           

 

 

                     

     Above Measurements are in Inches 
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